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Alcantara® MULTILAYER -9040 ML SCHWARZ/BLACK

Alcantara® Cover SCHWARZ/BLACK

Alcantara® Pannel scHwARz/BLACK

Alcantara®



2911 perlweild 1108 sandrose 4914 sienna

2984 helios 2292 hbeige 2930 haselnuR

2901 champignon 1594 crema 1125 karamell

1112 tartufo hell 29174 java 1452 |emongelb

2920 pergament 1110 amber glow 1045 linde

2293 tortora 2909 natur hell 1581 lizard green

2100 sabbia 2940 moccasin 3314 verde pan

1510 perlrosa 4415 marrone 3322 kaki



6676 verde posh

9073 smaragd

1041 zartgrin

1352 volcano yellow

2969 mango

2014 arancio driope

4996 rot

3679 rosso

2916 rubin

9076 weinrot

2846 barola

2439 hordeaux

4897 terra bruciata

4859 iroko

2910 schoko

6833 raw amber

9714 cioccolato

9500 dunkelbraun

9036 aubergine

5226 dark purple

8813 dark brown

9980 tiefblau

9041 stahlblau

6408 signalblau



5751 ozean 6406 tiefgrin

5432 blue sterling 6632 blu medio 1398 gris rafale

1363 teal blue 2156 mint 4978 silbergrau hell

1259 divo racing blue 2932 mausgrau 2942 sandgrau

1934 light blue sport 2938 basalt 2934 oriongrau

2853 french racing blue 5919 grau

2957 schiefer

7687 bombayblau 6609 blu navy 9806 beluga black



9002 schwarz S00250FT" 9040 schwarz “0A0S0FT

Alcantara’
MULTILAYER

Sy

S

0440NMIL linen 7200MIL brunel

=

8800NIL burnt oak

1400MIL camel 7000ML cumbrian green 2304ML schwarz/onyx

3880ML saddle 8500NMIL imperial blue 9040ML tiefschwarz

4220MIL porpoise

Alcantara’
EXO

9604exo0 schwarz

* mit 3mm Schaumkaschierung / with 3mm foam lamination
MULTILAYER Speziell fir Lenkrader / Specially for steering wheels
EXO Speziell fiir den AuBenbereich Motorradsattel / Specially for outdoor motorcycle seats



Alcantara® Multilayer - 9040 ML SCHWARZ/BLACK

COMPQSITION ALCANTARA POLYESTER 71+4 %
POLYURETHANE 29+4 %
THICKNESS 1202 mm
UNIT WEIGHT EN 29073-1 390 + 60 g/m
WIDTH 142 cm
BREAKING LOAD lengthwise EN IS0 13934-1 600 N/5cm
Crosswise EN IS0 13934-1 400 N/5crl
TEAR RESISTANCE lengthwise EN ISO 13937-3 30 N
Crosswise EN IS0 13937-3 30 N
MARTINDALE ABRASION 12kPa EN ISO 12947-4 20.000* cycles
end point EN IS0 12947-2 150.000 cycles
COHESION EN IS0 2411 12 N
COLOUR FASTNESS**
TO LIGHT VDA 75202 3 grey scale (1-51
TO RUBBING dry EN ISO 105-X12 4 white scale (1-5§
wet EN ISO 105-X12 3 white scale (1-5}
" slight change in the appearance of product surface
*shade variations, due to the process technology, are possible on this quality
Alcantara® Exo - 9604 exo SCHWARZ/BLACK
THICKNESS <1113 mm
UNIT WEIGHT EN 29073-1 >310 g/m!
WIDTH > 142 cm
DIMENSIONAL STABILITY water 40°C EN 25077, EN IS0 6330 = %
BREAKING LOAD lengthwise EN IS0 29073-3 > 600 N/5cm
Crosswise EN IS0 29073-3 > 400 N/5cm
ELONGATION AT 50 N lengthwise EN IS0 13934-1 =15 %
Crosswise EN IS0 13934-1 = %
TEAR RESISTANCE lengthwise EN ISO 13937-3 >30 N
Crosswise EN IS0 13937-3 >30 N
MARTINDALE ABRASION 12kPa EN ISO 12947-4 > 20.000% cyclet
end point EN 1SO 12947-2 > 150.000 cycled
WATER IMPERMEABILITY EN 20811 >2 meters H,()
WATER VAPOR PERMEABILITY UNI 4818/26 > 300 gr/m’da
COHESION EN ISO 2411 > 10 N
RESISTANCE TO PILLING 2000 cycles EN IS0 12945-2 >45
COLOUR FASTNESS**
TO LIGHT EN ISO 105-B02 >7 blue scale (1-84
ASTM G154-06 =35 grey scale (1-5!
TO RUBBING dry EN ISO 105-X12 >4 white scale (1-53
wet EN 1SO 105-X12 >3  white scale (1-5]

* slight change in the appearance of product surface

~shade variations, due to the process technology, are possible on this quality



Alcantara® Cover 41 FARBEN /COLOURS 5205 5267

COMPOSITION ALCANTARA® POLYESTER 68 68 %
POLYURETHANE 32 32 %
backing POLYESTER 65 ) %
COTTON 35 35 %
THICKNESS > 0,95 > 0,95 mm
UNIT WEIGHT UNI EN 29073-1 > 325 > 400 g/m?
WIDTH > 142 =142 cm
BREAKING LOAD lengthwise UNI EN 29073-3 > 700 > 700 N
transversal > 400 > 400 N
WEAR RESISTANCE martindale UNIEN 1SO 12947-1/2/3/4 > 30.000 > 30.000 cycles”
> 150.000 > 150.000 cycles™
COLOUR FASTNESS
TO LIGHT xenotest Beta VDA 75202 (2 FAKRA) >3 =9 grey scale
TO RUBBING dry UNIEN IS0 105-X12 >4 >4 white scale
wet UNIEN IS0 105-X12 > 3/4 > 3/4 white scale
COHESION UNIEN IS0 2411 > 10 >10 N
FR VERSION fire resistance FMVSS 302 < 100 mm/min
" no significant change in surface appearance
~end point
Alcantara® Cover is also available in the version Flame Retardant (FR), comply with the directive 95/28 CE. FR product code: 5268
Alcantara® Pannel 41FARBEN /COLOURS 5012 5256
COMPQSITION ALCANTARA® POLYESTER 68 68 %
POLYURETHANE 32 32 %
THICKNESS 0,83 0,85 mm
UNIT WEIGHT UNI EN 29073-1 230 285 g/m?
WIDTH > 142 > 142 cm
BREAKING LOAD lengthwise UNIEN 29073-3 > 220 >220 N
transversal UNI EN 29073-3 > 170 > 170 N
WEAR RESISTANCE martindale UNIEN 1SO 12947-1/2/3/4 > 30,000 > 30,000 cycles™
> 150,000 > 150,000 cycles™

COLOUR FASTNESS

TO LIGHT xenotest Beta VDA 75202 (2 FAKRA) = >3 grey scale
TO RUBBING dry UNIEN IS0 105-X12 >4 = white scale
wet UNIEN IS0 105-X12 = 3/4 > 3/4 white scale
FR VERSION fire resistance FMVSS 302 <100 mm/min
“ no significant change in surface appearance
~end point
Alcantara® Pannel is also available in the version Flame Retardant (FR), comply with the directive 95/28 CE. FR product code: 5856
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